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Big Wheel 
Colorful Hugs Prayer Shawl 

 
To crochet 

Designed by Susie Bonell 
 
 
Materials: Cascade Yarn’s Big Wheel 10% Acrylic, 203 yds, 7  

  oz : 3 skeins color #14 

  Crochet hook size K, yarn needle 
 
 
Size:  61” x 16 ½” approx. 
 
 
Gauge:  3 dc = 1” 
 
 

 
Abbreviations: 

 
 

Pattern Stitch 
Row 1:  DC in 6th ch from hook, *ch 1, sk next ch, dc in next ch, rep from * across. Turn. 
Row 2:  Ch 3 (counts as dc), *sk next 2 ch-1 sps, (3 dc, ch 2, 3 dc) in next dc, sk next 2 ch 1 sps, dc in next dc; 
rep from * across, ending with last dc in next ch of turning ch. Turn. 
Row 3:  Ch 6, (counts as dc, ch 3), *sc in next ch-2 sp, ch 3, sk next 3 dc**, dc in next dc, ch 3; rep from * 
across, ending last rep at **, dc in 3rd ch of turning ch. Turn. 
Row 4:  Ch 4, (counts as dc, ch 1), *dc in next ch-3 loop, ch 1, dc in next sc, ch 1, dc in next ch-3 loop, ch 1**, 
dc in next dc, ch 1; rep from * across, ending last rep at **, dc in 3rd ch of turning ch. Turn. 
Row 5:  Ch 3 (counts as dc), sk first dc, dc in ea dc and ch-1 sp across, ending with dc in 3rd ch of turning ch. 
Turn. 
Row 6:  Ch 4 (counts as dc, ch 1) sk first 2 dc, dc in next dc, *ch 1, sk next dc, dc in next dc; rep from * across, 
ending with last dc in 3rd ch of turning ch.  Turn. 
Rep Rows 2-6 for pattern. 
 
SHAWL 
Ch 52 and work pattern as above until shawl measures about 60” ending with Row 5. Do not cut yarn. 
Edging: 
Ch 1, working down side of shawl, ch 1, work 2 sc at the end of each row working over the dc’s and ch-3’s to 
beginning edge.   
Ch 3 and work Row 5 across .  Ch 1 and work up other side as before with sc’s. 
 

Ch = chain Sc = single crochet Dc = double crochet St = stitch 

Sk – skip Sp = space Sl st = slip stitch Ea = each 

Bet = between       
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End off and weave in all ends. 
Edges can be evened out with wet blocking. 


